
Specifications

Additional information can be found online at www.heatnglo.com

Please consult the manufacturer’s 
installation manual for all details and 
requirements before making a final 

design layout decision. 

Eclipse-32
Direct Vent Gas Fireplace

Eclipse-32

MODEL FRONT WIDTH BACK WIDTH HEIGHT DEPTH GLASS SIZE

ECLIPSE-32
Actual Framing Actual Framing Actual Framing Actual Framing

27-3/16 x 18-1/16
36 37 25-3/4 37 34-3/8 34-3/4 15-7/8 16-1/4

TOP

FRONT

LEFT

CLEAN FACE SIMON

UNIT DIMENSIONS

FRONT DIMENSIONS

RIGHT

36" [914]
31-1/8" [791]

6"
[152]

31-1/8"
[791]

ELECTRICAL
ACCESS

2-3/16"
[56]

30-1/16"
[764]

27-3/16" [691]

18-1/16"
[459]

1"
[25]

6-7/8"
[175]

3-9/16"
[91]

23-3/8"
[594]

35-1/2"
[902]

34-3/8"
[873]

Ø 8" [203]

Ø 6-5/8"
[168]

8-13/16"
[224]

16-5/16"
[414]

1/2" [13]25-3/4" [654]12-7/8"
[327]

15-7/8"
[403]

GAS LINE ACCESS

23-3/4"
[603]

30-13/16" [783]

28-9/16"
[726]

30-13/16" [783]



Specifications

GS/HTL/ECLIPSE-32_0914

PRODUCT LISTING CODES

US ANSI Z21.88-2014

CAN CSA 2.33-2014

UL307B

Additional information can be found online at www.heatilator.com

Product information provided is not 
complete and is subject to change 
without notice. Product installation 
must adhere strictly to instructions 
accompanying product to avoid risk 
of fire and potential injury.

A brand of Hearth & Home Technologies®

Lakeville, MN        Phone: (800) 927-6841
Web: www.heatilator.com

Appliance Location

Wall Penetration

Mantel leg/wall projections

68-3/4"
[1746]

59-1/2"
[1511]

59-1/2"
[1511]

42" [1067]

42"
[1067] 42"

[1067]

15-1/16"
[383]

16-1/4"
[413]

37" [940]

1"
[25]

See Alcove
Installation in
Install Manual

48-1/2" [1232]

48-1/2"
[1232] 44"

[1118]

62-1/4"
[1581]

44" [1118]

1/2"
[13] 1/2"

[13]

7-1/2"
[191]

7-1/8"
[181]

Refer to Section 10.B of install manual for
mantel and wall projection information. 
Consider the mantel or cabinet system to be
installed and comply with the necessary
requirement for elevated hearth. Refer to
instructions included with the cabinet system. 

FRAMING DIMENSIONS

Clearances to combustibles

16-1/4"
[413]

34-3/4"
[883]

37"
[940]

DVP: 10" [254]
SLP: 8-5/8 [219]

Note:  All 
measurements 
in inches.
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TOP OF HOOD OR FIREPLACE OPENING
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CEILING

MEASUREMENTS FROM
TOP EDGE OF THE OPENING

MANTEL PROJECTIONS

36"
[914] 23-3/8"

[594]

24-3/8"*
[619]

37"*
[940]

10"
[254]

10"
[254]

10"
[254]

12"
[305]

* Shows center of vent framing hole for top
or rear venting. Center of hole is 1" [25] 
above center of horizontal vent pipe.

3 FT. MAXIMUM

Non-Combustible Combustible

TOP VIEW

2-7/8 IN. 
MINIMUM

1/2 IN. 
MINIMUM

FIREPLACE OPENING
See Dimension B on Appliance 
Dimension Diagram (Figure 3.1).

5-3/8 IN. 
MINIMUM

3 IN. 
MINIMUM

Note:  Clearance from
opening to perpendicular wall.

UNLIMITED

MANTEL LEG OR 
WALL PROJECTIONS

Acceptable on both sides of opening

FIREPLACE OPENING
See Dimension B on Appliance 
Dimension Diagram (Figure 3.1).

0"

1/2" [13]

1/2" [13]

32"
[813]

0" 36
[914]

Eclipse-32


